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a b s t r a c t
The corrosion behavior of a nanocrystalline (NC)/ultraﬁne grained (UFG) Al–Mg based alloy was investi-
gated and compared to its conventional counterpart 5083(H111). The corrosion fatigue (CF) was studied
with respect to pit initiation, pit location and crack propagation as a function of environment. Scanning
electron microscopy (SEM) with EDS was used to analyze the fracture surface of the failed specimen with
respect to pitting characteristics, crack propagation and corrosion product. Load vs. cycles to failure was
measured and S/N curves were generated for the UFG Al–Mg based alloy and the conventional counter-
part 5083 in air and seawater.
 2015 Elsevier Ltd. All rights reserved.
1. Introduction
Aluminum alloys are known for being ductile, lightweight and
having excellent strength to weight ratios. Unfortunately, the ulti-
mate strength of these alloys is not as high as conventional struc-
tural materials like steel. New advances in manufacturing
techniques allow precise control over the microstructure evolution
which permits tailoring of the microstructure, thus improving the
tensile strength and other essential properties such as wear and
fatigue. Al 5083 is a predominately aluminum–magnesium based
alloy that is often used in marine and naval applications and could
beneﬁt from improved strength and fatigue resistance. Reducing
the grain size of a material has been shown to improve properties
of materials [1,2]. Cryomilling powders to produce nanocrystalline
particles and subsequently consolidating into billet form followed
by plastic deforming, is one way to produce materials with nano-
crystalline (NC) or ultraﬁne (UFG) grains. UFG and NC materials
from Al–Mg alloys have yielded tensile strengths between 520
and 740 MPa which is more than twice the ultimate tensile
strength of polycrystalline Al 5083 materials (269–290 MPa)
[1,2]. In addition to the high strength, high temperature and
increased fatigue properties reported for these ﬁne grained materi-
als, corrosion properties are of particular interest for naval applica-
tions [3,4]. The corrosion behavior of ﬁne grained aluminum and
magnesium alloys is a signiﬁcant concern because previous
research has shown corrosion resistance to improve and deterio-
rate based on the processing method, composition, distribution
of second phase particles and service environment [2,5–15]. Liao
et al. [14] found that ﬁne grained Mg–Al alloys exposed to 0.1 M
NaCl solution had superior corrosion resistance when compared
to micro-grained hot-extruded alloys of the same composition.
They attributed the enhanced corrosion performance to the
enhanced passivity of the oxide ﬁlm that generated on the surface
[14]. Similarly, Sharma and Ziemian [2] found the performance of
NC/UFG Al 7.5 Mg alloys in atmospheric environment to depend
signiﬁcantly on pitting kinetics which varied based the processing
conditions and chemical composition. Understanding the behavior
of ﬁne grained materials that will be used in structures, and that
are subjected to loading (static and cyclic) while exposed to
aggressive environments is of signiﬁcant importance if they are
to be viable for naval applications. The resulting combined action
of loading and aggressive environment often results in stress corro-
sion cracking and corrosion fatigue; both ensuing in damage that
signiﬁcantly reduces a material’s fracture resistance. Since reduced
fracture resistance can result in serious or catastrophic failure, a
study of the environmental degradation mechanisms and fatigue
properties of ﬁne grained materials is clearly needed if they are
to be used in these applications.
Pitting corrosion is a known damage mechanism affecting the
integrity of aluminum materials that are used in structures for
naval applications. Most aluminum alloys contain a thin oxide
layer on the metal surface which helps to reduce the corrosion rate.
However, when localized breakdown of this ﬁlm occurs, pitting
corrosion is the result, thereby promoting accelerated dissolution
of the underlying metal. Corrosion pits generally initiate due to a
http://dx.doi.org/10.1016/j.corsci.2015.01.020
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chemical or physical heterogeneity at the surface, such as inclu-
sions, second phase particles, ﬂaws, mechanical damage, or dislo-
cations [2–4,16]. The composition of the material, amount, size
and distribution of second phase particles and type of electrolyte
will all have an effect on the corrosive mechanisms that result
[17–19]. Burstein et al. [20] studied the origins of pitting corrosion,
and revealed that pit nucleation occurs at the microscopic level
with some metals displaying preferential sites for pit nucleation.
Naval alloys contain various constituent particles for strengthening
which play a signiﬁcant role in corrosion pit formation [17–19].
Many studies have utilized optical microscopy, scanning electron
microscopy (SEM), transmission electron microscopy (TEM) and
atomic force microscopy (AFM) techniques to better understand
particle-induced pitting corrosion in aluminum alloys [2,16,21].
For the most part, corrosion fatigue initiates with pitting and sub-
sequent crack formation, and ends with the propagation of the
crack initiated at the base of the pits. As a result, it can be said that
pitting directly activates crack initiation earlier [16–19] and can
signiﬁcantly affect the fatigue life of aluminum alloys used in naval
applications.
The resistance to fatigue crack initiation and propagation of
metals and alloys is also known to be inﬂuenced signiﬁcantly by
grain size [22]. Based on the Hall–Petch relationship, and the basis
of experimental results obtained in conventional microcrystalline
metals, it is widely accepted that an increase in grain size generally
results in a reduction in the fatigue endurance limit. However, for
nanocrystalline materials, this law to a certain extent is not
observed, giving way to the so-called inverse Hall–Petch effect;
which is a mechanism currently not well understood. Such lack
of understanding is primarily a consequence of the lack of experi-
mental data on the fatigue response of metals with very ﬁne grains.
Tensile properties and fatigue crack growth have been investigated
for ultraﬁne grained (UFG) and nanocrystalline Al–Mg alloys
[23–25]. However, a direct comparison of the cause of fatigue crack
initiation, propagation and behavior in marine environments of the
very small grain size Al–Mg alloy to larger grain sized materials of
similar composition has not been made. Therefore, the objective of
this study is to investigate the corrosion fatigue behavior of an UFG
Al–Mg alloy and compare the results to a conventionally processed
micrograined alloy of similar composition.
2. Experimental procedure
Two aluminum alloys were used to study the effects of a ﬁner
grain size and manufacturing method on the corrosion fatigue
behavior of the aluminum–magnesium alloys. The materials cho-
sen were a conventionally processed 5083-H111 Al–Mg alloy and
an ultra ﬁne grained (UFG) partially nanocrystalline (NC) Al–7.5
Mg alloy. The aluminum alloy 5083-H111 can be classiﬁed as a
wrought alloy product. Al 5083-H111 was chosen because of its
common marine applications and excellent corrosion resistance.
Currently, the Navy uses Al 5083 for all topside marine atmo-
spheric exposure conditions. The H111 temper was chosen based
on the similarity to the manufacturing process of the UFG alloy.
The compositions of the Al 5083-H111 and UGF Al–Mg alloys, in
weight percent, are given in Table 1.
2.1. Material processing
The UFG Al–7.5 Mg alloy was manufactured by the Boeing
Company in collaboration with the University of California, Irvine.
The material was processed through a combination of cryomilling
and hot isostatic pressing. Spray atomized powders, with an aver-
age particle size less than 150 lm, were mechanically milled in
liquid nitrogen through cryomilling to reduce the grain size. After
cryomilling, the powder had a grain size of approximately 30 nm.
The powder was then heated to 300 C under a vacuum of 106
Torr for degassing. Powder was consolidated by hot isostatic press-
ing (HIP) at 250 C under a pressure of 200 MPa. Finally, the mate-
rial was extruded at an extrusion ratio of 20:1 for the UFG Al–7.5
Mg. In order to help interpret the data obtained in this study, ref-
erence is made to previous work investigating the localized corro-
sion and pitting behavior of these same alloys [2,26].
2.2. Specimen design
The shape and dimensions of test samples are shown in Fig. 1.
The samples used in fatigue testing were smooth round dog-bone
specimens, machined in the longitudinal direction, where the load-
ing axis paralleled the extrusion direction. To investigate the fati-
gue behavior of the alloys, a smooth groove was machined into
the samples to reduce the smooth gauge section and thus increase
the foregoing area ratio. Effectively, the diameter of the specimen
was reduced from the original 3.81 mm to nominally 1.6 mm at
the notch. The notch radius was 6.35 mm. This was done to execute
a timely test and because pre-tests without the smooth groove
indicated the samples to be notch sensitive when they failed in
the threaded grip section. Replicate samples were prepared from
the same extrusion for each respective material. Round bars were
ﬁrst wire EDM’d (Electro-Discharge Machined) from the extrusion
and then machined to the ﬁnal dimensions. The surface ﬁnish of
the material in the gauge section was polished to 1200 grit.
2.3. Fatigue testing
Uniaxial tension–tension fatigue tests were conducted at the
LaQue Center for Corrosion Technology (LCCT) in Wrightsville
Beach, North Carolina. The tests were executed at a stress ratio R
(min/max) of 0.1 using a sinusoidal cyclic frequency of 20 Hz in
air and 1 Hz in natural seawater. To generate S–N curves in air
and seawater for the UFG Al–7.5 Mg alloy, fatigue specimens were
loaded to various maximum stress levels between 173 and
420 MPa and the cycles to failure noted. For the conventional
5083 alloy, maximum stress levels between 173 and 310 MPa were
used. Preliminary testing helped identify the best range of
maximum stress values to use for each respective alloy. To test
Table 1
Composition of Al–Mg alloys investigated.
Element Alloy compositions in weight percent
5083-H111 UFG Al–7.5 Mg
Mg 4.90 7.50
Fe 0.31 0.09
Cr 0.13 –
Mn 0.40 –
Fig. 1. Shape and dimensions of test specimen: smooth round tensile bar specimen
with a round groove machined in the gauge section for corrosion fatigue testing.
The dimensions are as follows: A = 50 mm, B = 12.7 mm, C = 3.8 mm, D = 12.7,
E = 6.35 mm.
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the specimen, an MTS 810 servo hydraulic system was employed
using Model 490 digital controller and Test Star software.
2.4. SEM/EDS analysis of fatigue specimens
In order to form any conclusions concerning the effects of pit-
ting on the fatigue life of a material, it is necessary to evaluate
the cause and location of fatigue crack initiation, as well as the
propagation of the fatigue crack until ultimate failure occurs. For
this reason all fracture surfaces were evaluated. This included the
characterization of failure initiation and failure mechanisms such
as inclusions, material defects and corrosive pitting products based
on the location of the crack (internal, external at a pit), as well as
studying the propagation of the fatigue crack for all specimens.
Fatigue crack propagation up to failure was estimated through
the calculation of the approximate area of crack advancement in
the propagation zone before the fracture zone. Measurements con-
sisted of the maximum crack depth, and the width of the crack area
at the surface. These values were then entered into a Matlab pro-
gram, to estimate the total area loss due to fatigue crack growth
before failure. Characteristics were then related to fatigue data
for each specimen to determine if there was a correlation between
crack growth, pitting and fatigue life for nanostructured specimens
subjected to a marine environment.
3. Results and discussion
3.1. Conventional 5083-air
The results for the conventional 5083 H111 alloy are presented
in Fig. 2. The S–N curves show that for the conventional 5083 H111
alloy, cycles to failure in seawater match fairly well with those
conducted in air for a wide range of maximum stress values,
Fig. 2a. This trend begins to change around 275 MPa and signiﬁ-
cantly changes around maximum stress values of 207 MPa or less,
where cycles to failure are greater than 1  106 (Fig. 2b). At this
point, the cycles to failure vary by a factor of 1 between seawater
and air. This may indicate that for the conventional 5083 alloy,
under cyclic loading in a natural seawater environment at low
maximum stress values, pits do not initiate until after many high
cycles to failure. It may also mean that pits do not have as signiﬁ-
cant effect at higher maximum stress levels, but at lower values
there is time for the corrosion mechanism to grow and dominate
failure. Another possibility is that a crack closure mechanism is
at work at higher stress levels due to build-up of corrosion product,
which blunts the crack. To help elucidate this behavior the fracture
surfaces were examined closely.
The macroscopic fracture morphology of the fatigue samples
in air were similar to those which fractured under uniaxial tensile
loading and slow strain rate testing [2,15]; the specimen frac-
tured with very little shear lip on the periphery of the sample,
and the fracture surface was normal to the axial loading direc-
tion. Additionally, it was noted that irrespective of applied max-
imum stress, failure occurred when a crack initiated at an inside
inclusion near the specimen surface, Fig. 3. It is possible that this
type of crack was initiated by interfacial debonding between the
matrix and inclusion due to stress concentration, and/or by frac-
ture of the inclusion itself. EDS elemental analysis showed that
the inclusions were comprised of various amounts of Al (Fe, Cr,
Mn), and are cathodic particles relative to the matrix over which
the oxygen reduction reaction takes place [24]. SEM with EDS
also identiﬁed evidence of Al, Mg, Si and Bi oxide inclusions
Fig. 2. S–N curves for the fatigue performance of conventional 5083-H111 in air and seawater (a) for cycles 1.9  104–1.9  106 (b) for cycles 1.0  105–1.0  107.
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which are inherent problems in powder metallurgy manufactur-
ing methods. Table 2 shows the tabulated chemical compositions
of the inclusions. These results indicate that the amount of inclu-
sions (size and distribution) in the material should be decreased
to improve fatigue strength of the conventional 5083 alloy. SEM
examination of the fracture surface near the crack initiation site
revealed the fracture surface was transgranular, and macroscop-
ically appeared relatively ﬂat due to the fact that the grain size
of the material is somewhat small (Fig. 4). Following the fatigue
crack as it extends, intergranular cracking can be observed in
addition to the transgranular cracking. Just before ﬁnal cata-
strophic failure, ductile dimples as well as the fracture of inter-
metallic second phase particle are also observed, Fig. 5. The
crack path for the conventional 5083 was erratic and resembled
somewhat of a zig zag pattern as the crack propagated around
second phase inclusions (Fig. 3).
3.2. Conventional 5083–3.5% NaCl
A number of theories exist to describe the mechanisms of envi-
ronmental degradation and crack propagation in Al–Mg alloys; the
three most prominent are based on (1) ﬁlm rupture related to
IGSCC, (2) propagation via corrosion tunneling and (3) environ-
mental crack propagation driven by hydrogen embrittlement.
Material characteristics such as stability of the passive ﬁlm and
repassivation kinetics play a signiﬁcant role in the behavior as well
as anodic dissolution kinetics at the sensitized grain boundaries
and material properties such as ductility, toughness and yield
strength. Anodic dissolution of the b-phase is prominent in all
three previously stated mechanisms. Passivation behavior is
related to ﬁlm rupture and hydrogen embrittlement while corro-
sion tunneling is controlled mostly by material properties. Electro-
chemical behavior at the crack tip and the interactions of the crack
tip with the microstructure of the material will ultimately control
the mechanisms of environmental degradation.
Microscopic investigation of the conventional 5083 fatigue
samples tested in 3.5% NaCl revealed that a crack that caused ﬁnal
failure in the corrosion fatigue samples was typically initiated at
either an inclusion, or corrosion pit which formed around the
inclusion, Fig. 6. The Al (Fe, Cr, Mn) precipitates detected by EDS
are known to be affected by localized alkaline corrosion (LAC).
The process occurs as a result of the alkalization of material sur-
rounding the cathodic particles in the matrix [27,28]. The morphol-
ogy of the pits which result from this process is considered to be
Fig. 3. SEM micrograph of the fracture surface of conventional 5083 showing crack
initiation at various second phase inclusions and crack pattern.
Table 2
EDX analysis of inclusions with chemical compositions in weight percent.
Inclusion Mg Al Mn Fe Cr Si Bi O
1 63.71 11.24 4.78 0.02 – – –
2 – 56.21 4.91 13.42 0.01 – – –
3 63.35 2.12 – – – 34.53 – –
4 – 71.32 – – – – 6.44 22.24
5 – 77.73 3.42 2.73 2.94 3.12 – –
Al-rich
matrix
4.67 95.24 – – – .09 –
Fig. 4. SEM micrograph of the fracture surface near the crack initiation site on a
conventional 5083 alloy. The fracture surface is transgranular, and macroscopically
appears relatively ﬂat.
Fig. 5. SEM micrograph of the fracture surface for conventional 5083 alloy showing
evidence of both transgranular and ductile dimple rupture.
Fig. 6. SEMmicrograph showing a deep corrosion pit which formed on the external
surface of the conventional 5083 alloy in the marine environment.
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irregular and diverts from crystallographic pitting. In this study,
when the corrosion fatigue life was extremely short (i.e.
242 MPa) a large inclusion defect was at the location of the initia-
tion site, Fig. 7. This large decrease in fatigue life compared to the
other samples is believed to be a direct result of the large inclusion
which created a stress concentration, cracking and then pitting.
Evidence of dissolution of anodic b-phase particles promoting
crack initiation resulting in the decrease in corrosion fatigue life
of the conventional 5083 alloy was also observed. The b phase pre-
cipitate does not signiﬁcantly enhance the strengthening proper-
ties [29], but instead makes the alloy more susceptible to
intergranular and stress corrosion cracking [30]. Literature has
reported that the b-phase (Al3Mg2) is anodic to the Al-matrix
[15,31]. Due to the fact this phase is anodic its presence enhances
the selective dissolution at grain boundaries thus creating sites for
deep pits to form when under static tensile fatigue loads. In this
study, the corrosion pits tended to form perpendicular to the
extrusion direction. Under the fatigue loading in a corrosive envi-
ronment, these pits grew and coalesced, resulting in signiﬁcant
crack propagation and growth from the initiation site. This behav-
ior has been noted in previous work on the same alloys [2,15,26].
In a few cases, a large corrosion defect was formed around an
inclusion inside the specimen near the external surface (Fig. 8).
This would further decrease the corrosion fatigue strength of the
material. It is possible that such large corrosion defects occurred
due to the localized segregation of constituent materials. Aballe
et al. [28] believed that surface ﬁnish affected the LAC as much
as, if not more than, the variation in number of intermetallic parti-
cles. They found that surface density of cathodic particles was a
factor of the surface ﬁnish grit and resulting surface rugosity;
and lower grit surface ﬁnish resulted in a lower observed density
of particles. Based on these results, in this study, the ﬁne surface
ﬁnish of 1200 grit would result in a higher density of cathodic
intermetallic particles exposed at the surface, a lower surface rug-
osity and a higher susceptibility to localized corrosion. Similar
results have been noted in other aluminum alloys such as AA
6061 and AA 7075 [32–35]. When large second phase inclusions
were not present it appears the corrosion fatigue performance
was determined by slip enhanced (anodic) dissolution around con-
stituent particles as evidenced in the microstructure at high mag-
niﬁcation (Fig. 9) where intermetallic phases, such as Al3Mg2 [26],
Al3Mg5 and Mg2Si, are anodic with respect to the 5083 alloy matrix
and promote rapid localized attack through galvanic interaction.
Cathodic corrosion was also a signiﬁcant factor in the fatigue per-
formance of the conventional 5083 alloys as large pits formed
around the particles that are cathodic to the matrix.
Despite the extensive amount of studies done on Mg [13,14,36–
40] and Al-based [2,15,23–31] alloys, there is not enough clarity
regarding the role that the intermetallic particles play in the corro-
sion behavior. Small-scale particles such as Al3Mg2 (Mg2Al3) and
Mg17Al12 affect the pitting behavior and thus subsequent corrosion
performance of Al and Mg-based alloys; these intermetallics can be
found on the Al–Mg binary phase diagram. In salt solutions similar
to natural seawater (3–3.5% NaCl) both these second phase parti-
cles have lower corrosion rates than pure or alloyed magnesium,
but not pure aluminum [41,42]. Literature has reported that Al3-
Mg2, is more active than pure aluminum and will corrode preferen-
tially with potentials being less noble than most aluminum alloys
[31,43,44]. The alloys in this study have enoughmagnesium to con-
tribute to super saturation of the element and leads to solid solu-
tion strengthening at temperatures below 200 C. However, this
concentration also yields an abundance of the b-phase (Mg2Al3)
which is known to be deleterious to the corrosion performance
[45–48]. The formation of the b-phase is associated with suscepti-
bility to intergranular corrosion (IGC), localized corrosion, stress
corrosion cracking (SCC) as well as corrosion fatigue (CF); with
the worst case scenarios if the phase is located at the grain bound-
aries [49–52]. Although there has not been a complete evaluation of
the electrochemical behavior of the b-phase in aluminum–magne-
sium alloys, some researchers have explained the polarization of
this phase by the anodic behavior of Al and cathodic behavior of
Mg [53–55]. Other researchers [56–62] found dealloying of Mg to
play a signiﬁcant role in the corrosion fatigue and stress corrosion
Fig. 7. SEM micrograph of fracture surface of conventional 5083 alloy after fatigue
testing showing where failure initiated at several second phase inclusions by
creating a large corrosion pit.
Fig. 8. SEM micrograph of conventional 5083 alloy tested in marine environment
showing a large pit which formed around a cathodic particle and creating the crack
initiation point.
Fig. 9. High magniﬁcation SEM micrograph of the failed surface of conventional
5083 alloy after corrosion fatigue showing evidence of anodic dissolution.
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cracking of Al–Mg alloys because it produces in an extremely brittle
surface layer which can lead to failure. Liu et al. [63] and Yasakau
et al. [64] speciﬁcally observed Mg dealloying in Al3Mg2 and Mg2Si
intermetallics after immersing AA5083 alloys in NaCl solutions.
Other researchers have observed Mg dealloying in Al-alloys, Cu–
Al alloys and metallic glasses [65,66]. Dealloying is known to be
dependent on the electrochemical potential where a porous struc-
ture will result under the conditions when the potential range is
above the dissolution potential of the more active element while
concurrently being below the dissolution potential of the noble ele-
ment. Dissolution of both elements and subsequent deposition of
the more noble element occurs at highly positive potentials [56].
The crack growth morphology of conventional 5083 in both
environments exhibited signs of transgranular progression over a
much rougher and more tortuous fracture surface, then, an inter/
transgranular region followed by ductile dimple rupture.
3.3. UGF Al–7.5 Mg
The S–N curves of the UFG Al–7.5 Mg alloy in air and natural
seawater are presented in Fig. 10. At higher applied maximum
stress, the fatigue performance in natural seawater compared well
with that in air. This trend breaks down lower applied maximum
stress values around 276 MPa where the fatigue performance var-
ies by a factor of up to 2 (with respect to the number of cycles)
(Fig. 10a). This performance shows that the natural seawater envi-
ronment has a signiﬁcant effect on the corrosion fatigue resistance
of the UFG Al–7.5 Mg alloy. The reason for this decrease in resis-
tance is believed to be attributed to the microstructural features
as well as grain size difference.
There appears to be two distinct linear logarithmic trends rep-
resenting the UFG Al–7.5 Mg corrosion fatigue specimen failures.
Fig. 10b shows two trends that represent the upper and lower cyc-
lic fatigue threshold. Specimens representing the lower fatigue
trend all showed signs of crack initiation at tiny anodic pits,
suggesting that pitting plays a role in the premature failure of
nanostructured specimens. Cyclic failure patterns suggest that pit-
ting could substantially inhibit the fatigue life over a maximum
cyclic stress range from 207 MPa to 290 MPa, resulting in a
decrease in fatigue life of between 57% and 67%. Fig. 11 shows
the fracture surface of a sample tested at 207 MPa max stress
where multiple tiny pits led to multiple crack initiation sites and
ultimate failure. This behavior is indicative of the tunneling effect
which has been explained by using the fundamental assumption
that extremely thin corrosion tunnels form in a periodic arrange-
ment as a result of anodic dissolution of the b-phase. The tunnels
will grow until the ligament can no longer withstand the stress,
the material will deform ductility and then ultimately fracture
[67]. Pitting appears to have less inﬂuence at maximum stresses
above this range, where failure was predominately initiated at sec-
ond phase cathodic inclusions as well as tiny pits which acted as
stress concentrators initiating mechanical failure (Fig. 12).
In order to see the effects of grain size variation on the alloys, S–
N curves for both UFG Al–7.5 Mg and conventional 5083 alloy were
compared in air and seawater. Fig. 13 shows the maximum stress
vs. the cycles to failure for both alloys in laboratory air. At a max-
imum stress of 276 MPa, the UFG Al–Mg alloy performs a margin of
over 2 fold cycles more than the conventional 5083 alloy. The con-
ventional 5083 alloy reaches run out (10 million cycles), before
failure, at a maximum stress of 173 MPa, however, the UFG Al–
7.5 Mg alloy reaches run out at much higher maximum stress of
310 MPa. Although the processing conditions for these two alloys
are different, it is evident from Fig. 13 that a reduction in grain size
from micro-grained to ultra-ﬁne or nano grained material can
improve fatigue performance. It can be said that the high cycle fati-
gue strength of the UFG Al–7.5 Mg alloy is superior to that of the
conventional 5083 alloy in an air environment. Similar results
were obtained by Hanlon et al. [68], who investigated fatigue crack
growth rate on the fatigue response of electrodeposited nanocrys-
talline pure Ni and a cryomilled ultra-ﬁne-crystalline Al–Mg alloy.
They found that grain reﬁnement generally leads to an increase in
the resistance to failure under stress controlled fatigue environ-
ment. Conversely, they also observed that with a change in grain
reﬁnement from micro- to ultra ﬁne-grained material, a deleteri-
ous effect was seen on the resistance to fatigue crack growth. There
was a noticeable reduction in DKth and a signiﬁcant increase in the
rate of fatigue crack growth from threshold to ﬁnal failure. The
stress intensity factor range for catastrophic failure, which is repre-
sentative of the fracture toughness and static-mode failure mech-
anisms, for the ultra-ﬁne crystalline Al–7.5 Mg alloy was also
noted to be several times smaller than that for the conventional
Fig. 10. S–N curves for the fatigue performance of UFG Al–7.5 Mg in air and
seawater (a) for cycles 1.0 E + 03–1.0 E + 07 (b) for cycles 1.0 E + 04–1.0 E + 05.
Fig. 11. SEM micrograph showing the fracture surface of UFG Al–7.5 Mg alloy
tested in marine environment. Tiny deep pits that had a tunneling effect can be
seen.
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5083 aluminum alloy [68]. Pao et al. [69] conﬁrmed these observa-
tion in their study of cryomilled UFG Al–7.5 Mg. They attributed
the higher fatigue crack growth rates and lower thresholds to the
much smoother fracture surface morphology and lower roughness
induced crack closure in bulk UFG Al–7.5 Mg. They observed the
fatigue crack growth thresholds in air exhibited only a weak stress
ratio dependency and identiﬁed them as having a Class I behavior
when using the fatigue classiﬁcation proposed by Sadananda and
Vasudevan [70]. From their work, Pao et al. [69] concluded that
at intermediate and high stress intensities, fatigue crack growth
rates of bulk UFG Al–7.5 Mg in 3.5% NaCl solution are higher than
those obtained in air.
Fig. 14 shows the generated S–N curves for both the alloys in a
natural seawater environment. The superior corrosion fatigue
resistance of the UFG alloy compared to the conventional 5083
alloy breaks down around an applied max stress of 275 MPa. Any-
where above this stress range, the UFG Al–7.5 Mg alloy compares
well, and above 300 MPa even surpasses the conventional 5083
at high maximum stress values.
Since the alloys exhibit different fatigue behavior in an inert
environment (dry air), the real extent of corrosion fatigue suscep-
tibility should be examined by comparing the results in an aqueous
environment to the fatigue results in dry air. In order to elucidate
this, the relative fatigue strength (DrNaCl/Drair) vs. cycles to failure
for both materials was plotted. A smaller fatigue strength ratio
means a higher degree of corrosion fatigue susceptibility for the
material based on a speciﬁc number of cycles to failure. The
diagram in Fig. 15 indicates that the UFG Al–7.5 Mg alloy is more
susceptible to corrosion fatigue than the conventional 5083 H111
alloy. This difference in susceptibility between the conventional
and UFG Al–7.5 Mg alloy increases signiﬁcantly as the fatigue life
increased (i.e. as the maximum applied cyclic stress was reduced).
In an aqueous environment, corrosion fatigue crack initiation
which is associated with anodic dissolution can be attributed to
up to three mechanisms [71–74]. These are: (1) pits that form
and cause a stress concentration at the bottom of the formation
(2) breakdown of the protective passive ﬁlm on the metal with
an associated chemical attack in the same location and (3) electro-
chemical attack to plastically deformed areas of a metal where the
undeformed areas act as a large cathode. Evidence from the scan-
ning electron microscopy analysis of the UFG Al 7.5 Mg shows that
the corrosion fatigue resistance of these alloys is determined by
both slip enhanced (anodic) dissolution and hydrogen embrittle-
ment at high stress ranges, while at low stress ranges, the corro-
sion life is predominately controlled by pitting induced crack
initiation. Fig. 16 shows a pit, approximately 30 lm deep which
formed on the external surface of the UFG Al–7.5 Mg alloy and
led to crack initiation and failure; intergranular fallout and the
contour inside of the pit can be observed (Fig. 17). Fig. 18 shows
the anodic dissolution and hydrogen embrittlement which also
occurred and lead to fatigue crack initiation. In addition to anodic
dissolution, hydrogen embrittlement is a governing mechanism
that can be used to describe the accelerated crack growth in the
Fig. 12. SEM micrograph showing the fracture surface of UFG Al–7.5 Mg alloy
tested in marine environment. Failure at a large second phase inclusion located near
the external surface can be observed along with a few tiny anodic pits.
Fig. 13. Fatigue behavior comparing the performance of 5083 H111 and UFG Al–7.5
Mg in air.
Fig. 14. Fatigue performance comparison of 5083 H111 and UFG Al–7.5 Mg in
natural seawater.
Fig. 15. Relative fatigue strength of 5083 H111 and UFG Al–7.5 Mg alloys as a
function of number of cycles to failure.
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UFG alloys. Menzemer and Srivatsan [75] found hydrogen embrit-
tlement to be the fundamental reason for accelerated crack growth
in AA5456 alloys. Jones et al. [76,77] have described the process of
hydrogen embrittlement for AA 5083 alloys through a series of
detailed steps: (1) mechanical interaction between the crack and
b-phase particle whereby the crack may get trapped, (2) preferen-
tial corrosion of the b-phase which converts the particle to Al2O3,
(3) hydrogen evolution occurs as a result of corrosion of the
b-phase which then absorbed and diffuses ahead of crack, (4) sub-
sequent crack propagation through or around the particle with
concurrent hydrogen uptake, (5) the crack will advance towards
the next particle by the hydrogen induced process, whereby it will
be eventually halted by mechanical interaction, (6) the process
starts all over again. During the process of fatigue in a corrosive
environment, hydrogen embrittlement accelerates crack growth
by the buildup of hydrogen pressure in the internal voids ahead
of the crack tip, thus increasing crack tip stress intensity. Jones
et al. [77] described possible crack-tip/particle interactions for
electrochemically active particles by discussing the anodic and
cathodic particles separately. Those anodic to the matrix will
cathodically protect the matrix. The particle dissolution occurs
prior to the advancement of the crack and the cracks advance
between particles by hydrogen induced growth or dissolution.
When examining the effect of particles cathodic to the matrix,
Jones et al. [77] found the matrix will cathodically protect the par-
ticle. In this situation, crack propagation occurs by particle/matrix
interface dissolution along with concomitant mechanical fracture.
This fracture can be of the particle matrix interface or the particle
itself; this can occur with or without hydrogen. Similar to the
mechanisms of stress corrosion cracking, the manifestation of
hydrogen concentrated at the crack tip will lead to highly localized
stresses. These stresses will subsequently result in failure, once the
critical strain is reached. In corrosion fatigue the surface oxide
layer is continually fractured due to the cycle nature of the loading.
This process consistently exposes a new surface which reacts with
constituents in the environment, thus creating a more intense
crack growth [75,78].
The fracture surface exposing the crack growth morphology of
UFG Al–7.5 Mg is smooth, ﬂat and generally uncharacteristic in
the initial fast crack propagation zone. Due to the ﬁne grain size
of the material, it was very difﬁcult to tell if the crack path was
intergranular, transgranular or a combination of both. A separate
study, however, observed transgranular crack paths in UFG Al–7.5
Mg materials [68]. Striations were noted without any signiﬁcant
observations of ductile dimple rupture before ultimate failure
(Fig. 19). The crack pattern is relatively straight initially before hit-
ting the striations, Fig. 20. The main difference in fracture surface
between the two environments was that samples in seawater dis-
played multiple crack initiation sites (greater than three) whereas
those in air usually displayed only one or two.
Similar fracture morphologies and locations of failure initiation
have also been reported for other nanostructured and UFG materi-
als [79–81]. Near surface internal defects are sites for fatigue crack
initiation in both UFG and conventional microcrystalline alloys and
Fig. 16. SEM micrograph of failed corrosion fatigue sample for UFG Al–7.5 Mg alloy
tested in the marine environment. A large corrosion pit approximately 30 lm deep
formed at the surface of the specimen. Intergranular fall out can be observed inside
the pit.
Fig. 17. SEM micrograph of failed corrosion fatigue sample for UFG Al–7.5 Mg alloy
the contour inside the pit can be observed.
Fig. 18. SEM micrograph of failed surface of UFG Al–7.5 Mg alloy showing anodic
dissolution and hydrogen embrittlement which led to failure initiation.
Fig. 19. SEMmicrograph showing failed surface of UFG Al–7.5 Mg alloy after fatigue
testing in air. Striations can be seen but no signiﬁcant evidence of ductile dimple
rupture before ultimate failure can be observed.
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when minimized, failure usually occurs at the surface of the spec-
imen. Boyce et al. [81] found surface oxides from the manufactur-
ing processes to be particularly harmful to fatigue performance.
Fatigue crack growth experiments by Yang et al. [80] on NC LIGA
Ni identiﬁed various different fracture surfaces which correspond
to different regimes of crack growth. Observations included ﬂat
crack growth in the near-threshold regime, fatigue striations in
the Paris regime, striation with an accompanied dimpled region
in the high DK regime, and ductile dimpled rupture in the overload
failure regime. The authors attributed the speciﬁc characteristic of
crack growth to the microstructure of the materials, a reduction in
grain size and the associated limited ductility [80].
From a related study [2] it was found that the sharp geometric
shape of pits on the surface of the conventional alloy tested in chlo-
ride solutions were irregularly shaped and clustered in various
areas throughout the specimen while the UFG Al–7.5 Mg alloy
had smoother, more equiaxed shaped pits that were more evenly
distributed. The greatest variation between the two alloys occurred
in the pit size, distribution and depth [2]. The conventional Al 5083
alloy had more signiﬁcant damage due to pitting as far as quantity
and size of pits but it was observed that the pit depth for the con-
ventional material was only half that observed for the UFG Al–7.5
Mg alloy and was a result of the intergranular corrosion suscepti-
bility of the UFG alloys [2,26]. More speciﬁcally, it was observed
that the grain boundaries of the nano Al–7.5 Mg alloy was seriously
corroded with many grains having fallen out while the grain
boundaries of the conventional 5083 were left intact. Additionally,
the corrosion attack was observed only around precipitates, not
grain boundaries for the conventional alloy [26].
In the overall fatigue life of a material the fraction of the cycles
required for fatigue initiation and failure varies. This behavior
shows a strong dependence on both the microstructure of the
material and the environment. Under cyclic loading, the corrosion
fatigue strength of both alloys became lower than that conducted
in air, because pitting corrosion on the sample surface acted as a
stress concentrator. Crack initiation sites resulting in fatigue failure
were at inclusions or second phase particles. The difference in cor-
rosion fatigue susceptibility between the two alloys is believed to
be based on the location, size, number and type of pits that were
formed. This shows a need for processing materials with ﬁner;
more evenly distributed second phase particles.
3.4. Analysis of fatigue crack propagation
The estimated area loss due to fatigue crack propagation before
failure for the UFG samples ranged from 10.64% to 30.67%; while
the estimated area loss for conventional specimens ranged from
3.22% to 25.31%. This behavior did not change based on environ-
ment; ranges for crack proﬁles were similar whether specimen
were tested in air or seawater for respective materials. Addition-
ally, no correlation was found between estimated size of area loss
and the maximum applied fatigue load. The main deduction was
that the range of estimated area loss for the UFG Al 7.5 Mg alloys
was signiﬁcantly higher than that of the conventional 5083 H111
alloys. This information may be used to support the idea that crack
propagation is much faster for the UFG Al 7.5 Mg alloy. Pit nucle-
ation at early stages of exposure provides initiation sites for fatigue
crack initiation, which ultimately result in an accelerated failure
cycle, but the rate at which the crack grows may vary. It has been
reported that higher crack growth rates in marine environments
are accompanied by decreases in fatigue crack growth thresholds
[80,82]. The primary mechanism inhibiting crack growth at higher
stress ranges is corrosion induced crack closure [80,82]. This mech-
anism essentially inhibits crack growth through the expansion of
corrosive products near the crack tip, inhibiting opening and clos-
ing at the crack face. Crack growth is more dependent on crack
propagation mechanisms rather than initiation, providing a possi-
ble explanation as to why pitting has less of an effect on specimens
tested at higher maximum stresses.
Increases in corrosion fatigue susceptibility for the UFG alloy at
lower stress ranges are likely a result of the smooth fracture sur-
face and lack of crack closure mechanisms synonymous with rough
fracture surfaces; as explained by Pao et al. [82]. High degrees of
surface roughness are thought to reduce the driving force near
the crack tip, resulting in crack closure and increasing fatigue life
[82]. Fine grain nanostructured materials lack this effect. The crack
path of the UFG alloy was said to propagate in a straight line crack
path, while the large grain alloys deviated to a zigzag pattern. It
was concluded that high degrees of fracture surface roughness
and deviation from straight crack paths result in lowered effective
driving force at the crack tip [82]. It is believed a similar mecha-
nism is active in the UFG Al–7.5 Mg alloys in this study.
4. Conclusions
The corrosion fatigue strength of a UFG Al–7.5 Mg alloy was
investigated and compared to its conventional counterpart 5083
H111. The UFG Al–7.5 Mg alloy was observed to have superior fati-
gue limit than the conventional alloy in air. It was shown that
under cyclic loading, the fatigue limit of the UFG alloy was drasti-
cally reduced when exposed to a marine environment. At high cyc-
lic stresses the UFG alloy had a superior fatigue resistance
compared to the conventional 5803 alloy. SEM analysis of the sam-
ples revealed that pitting corrosion on the sample surface acted as
a stress concentrator in both alloys. Crack initiation sites resulting
in fatigue failure were at second phase particles and inclusions. The
experimental results suggest that at high stress ranges slip
enhanced dissolution and hydrogen embrittlement were the dom-
inant mechanisms for failure in the UFG Al–7.5 Mg alloy. Con-
versely, at lower applied maximum stress values, pitting was the
prevailing mechanism which led to crack initiation and ultimate
failure. Since pitting essentially relates to the lack of electrochem-
ical stability of the protective ﬁlm compared to the overall break-
down in a solution, it is inappropriate to relate pitting kinetics
alone to low cycle fatigue. It is also believed that crack closure
mechanisms are a factor in the fatigue performance of UFG alloys.
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